






Surface Mount Pendant with ceiling plate

Recessed TrackWall Mount

Pendant without ceiling plate

Accessory included
ON/OFF Version: ACC-DB66-WT/BK-0200

DALI/1-10V Version: ACC-DB66-WT/BK-DA/D0-0200

ON/OFF Version: ACC-DB77A-WT-0500
DALI/1-10V Version: ACC-DB77A-WT-DA/DO-0500

ACC-DB66-WT/BK-0300

Accessory

×4 ×4 ×2 ×2 ×4 ×1 ×1×2 ×2 ×4 ×2 ×2

×3 ×3 ×1 ×2 ×2 ×1×2 ×2 ×2 ×2 ×2×2 ×2
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Code
Dimension(mm)

Size(mm)
Product Weight (Kg) Package weight (Kg)

Carton Size(cm)
Qty/
CTN 

20GP (pcs)
40HQ 
(pcs)A B C N.W/PC G.W/PC N.W/CTN G.W/CTN

DB77B-1200 1212 57 76 1212*57*76 2.3 2.7 13.8 17.2 127*31*25.5 6 1440 3780
DB77B-1500 1512 57 76 1512*57*76 2.8 3.3 16.8 21 157*31*25.5 6 1152 3060
DB77B-1800 1812 57 76 1812*57*76 3.4 4 20.4 25.5 187*31*25.5 6 1008 2580
DB77B-2400 2412 57 76 2412*57*76 4.5 5.4 9.0 12.4 248*22.5*14.5 2 540 1224

Ceiling plate
ACC-DB66-WT/BK-0200
ACC-DB66-WT/BK-DA/DO-0200
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Measurement
DB77B

Code Size(mm) Carton Size(cm) Qty/CTN 

Cross "+" 454.2*454.2*76 53*47*48 6

N.W/PC(Kg) G.W/PC(Kg) N.W/CTN(Kg) G.W/CTN(Kg)

1.5 1.75 9 11.8

Code Size(mm) Carton Size(cm) Qty/CTN 

ACC-DB66-0200 100*25*1500 40*26*27 24

N.W/PC(Kg) G.W/PC(Kg) N.W/CTN(Kg) G.W/CTN(Kg)

0.27 0.31 6.48 7.82

Code Size(mm) Carton Size(cm) Qty/CTN 

Corner "L" 255.6*255.6*76 53*27*28 6

N.W/PC(Kg) G.W/PC(Kg) N.W/CTN(Kg) G.W/CTN(Kg)

0.9 1.05 5.4 7.2

Code Size(mm) Carton Size(cm) Qty/CTN 

"T" shape 454.2*255.6*76 53*47*28 6

N.W/PC(Kg) G.W/PC(Kg) N.W/CTN(Kg) G.W/CTN(Kg)

1.2 1.4 7.2 9.5

92mm

50mm

68
m

m Code Size(mm) Carton Size(cm) Qty/CTN 

ACC-DB77A-0500 92*50*68 50*30*37.5 40
N.W/PC(Kg) G.W/PC(Kg) N.W/CTN(Kg) G.W/CTN(Kg)

0.23 0.28 9.2 12.3A

B

C

Cross "+"
ACC-DB77B-WT-02
ACC-DB77B-WT-C3-02
ACC-DB77B-WT-DAP3-02
ACC-DB77B-WT-DA-02

Corner "L"
ACC-DB77B-WT-03
ACC-DB77B-WT-C3-03
ACC-DB77B-WT-DA-03
ACC-DB77B-WT-DAP3-03

"T" shape
ACC-DB77B-WT-04
ACC-DB77B-WT-C3-04
ACC-DB77B-WT-DA-04
ACC-DB77B-WT-DAP3-04

76
m

m

454.2mm

454.2mm

76
m

m

255.6mm

255.6mm

255.6mm

454.2mm

76
m

m

ACC-DB77B

ACC-DB77A-WT-0500
ACC-DB77A-WT-DA/DO-0500





Installation Procedure

WARNING

Turn Off
Power Supply

1.Switch off before installation.
2.Switch on only after complete installation and examination of the circuit.
3.Professional electrician for installation and maintenance only.

Turn Off power supply before starting any installation. Read instructions & check you have all the tools & 
accessories to complete the installation correctly.

1

Surface mount installation

2

3 4-1

4-2

Wire diameter: 0.5-2.5mm²
Wire stripping length: 8-10mm

Neutral
Earth
Switched

2

1

A±10

A ±10
1185mm

spec
1212mm
1512mm
1812mm
2412mm

1485mm
1785mm
2385mm

N=Neutral
    =Earth
L=Switched

Standard DALI/1-10V

L=Switched
N=Neutral
    =Earth
DA/L  
DA/N 

DA/L  DA/N  

6
COMPLETE

5

3

select preferred 
colour temperature
for product in CCT 
change function only

2

1

Press to adjust the length 
of the suspension wire

A-01

A-02

A-03 1

2

21

A-04 A-04

A-05

A-02

A-03

Pendant installation (Without round ceiling plate)

21

A±10

A ±10
1185mm

spec
1212mm
1512mm
1812mm
2412mm

1485mm
1785mm
2385mm

3 4 2



5 6-1

Pendant installation (With round ceiling plate)

2

A-03

6-2
Wire diameter: 0.5-2.5mm²
Wire stripping length: 8-10mm

87

COMPLETE

3

select preferred 
colour temperature
for product in CCT 
change function only

2

4 A-01

Neutral
Earth
Switched

Code

x3 x3 x1 x2x1

A-02 A-03 A-04 A-05A-01 A-06

x2ACC

1

N=Neutral
    =Earth
L=Switched

Standard DALI/1-10V

L=Switched
N=Neutral
    =Earth
DA/L  
DA/N 

DA/L  DA/N  

1 2

A±10

A ±10
1185mm

spec
1212mm
1512mm
1812mm
2412mm

1485mm
1785mm
2385mm

A-01

A-02

A-03 A-04
A-05

A-06

A-04

7 8-1

5

3 4

1

2
3

Press to adjust the length 
of the suspention wire

2

A-01

A-06

A-05

A-06

26

N=Neutral
    =Earth
L=Switched

Standard DALI/1-10V

L=Switched
N=Neutral
    =Earth
DA/L  
DA/N 

DA/L  DA/N  



109

COMPLETE

3

select preferred 
colour temperature
for product in CCT 
change function only

2

8-2

Wall mount installation

1 2

Wire diameter: 0.5-2.5mm²
Wire stripping length: 8-10mm

Neutral
Earth
Switched

x4x2 x2x2

Code A-02 A-03 A-05A-01

ACC

A-04

x2

1

2

4

3

A-02
A-03

A-03

A-04

4

2

1

A-01

A-01

A-02 A±10

A ±10
1185mm

spec
1212mm
1512mm
1812mm
2412mm

1485mm
1785mm
2385mm

A-05

7 8

COMPLETE

3

select preferred 
colour temperature
for product in CCT 
change function only

2

1

5 6-1

2

1

6-2

Wire diameter: 0.5-2.5mm²
Wire stripping length: 8-10mm

Neutral
Earth
Switched

A-05 N=Neutral
    =Earth
L=Switched

Standard DALI/1-10V

L=Switched
N=Neutral
    =Earth
DA/L  
DA/N 

DA/L  DA/N  



Recessed installation (in front of the ceiling)

3 4

21

5 6-1

Code

x2 x4 x4x2

A-02 A-03 A-04A-01

ACC

2

3

A-01

A-02

A-03 A-04

A-04

2

2

L

H

W

(L)Length
1212mm
1512mm
1812mm
2412mm

spec
1200mm
1500mm
1800mm
2400mm

(W)Width
65mm
65mm
65mm
65mm

(H)Height
>80mm
>80mm
>80mm
>80mm

N=Neutral
    =Earth
L=Switched

Standard DALI/1-10V

L=Switched
N=Neutral
    =Earth
DA/L  
DA/N 

DA/L  DA/N  

6-2

Wire diameter: 0.5-2.5mm²
Wire stripping length: 8-10mm

Neutral
Earth
Switched

7 8

COMPLETE

2

select preferred 
colour temperature
for product in CCT 
change function only

1

Recessed installation (on the back of the ceiling)

1

Code

x4 x2 x4x2

A-02 A-03 A-04A-01

ACC

2



5

57mm

3-25mm
105mm3

Wire diameter: 0.5-2.5mm²
Wire stripping length: 8-10mm

3

57
m

m L

Neutral
Earth
Switched

A-01

A-02

A-03

L

H

W

(L)Length
1212mm
1512mm
1812mm
2412mm

spec
1200mm
1500mm
1800mm
2400mm

(W)Width
65mm
65mm
65mm
65mm

(H)Height
>80mm
>80mm
>80mm
>80mm

4

N=Neutral
    =Earth
L=Switched

Standard DALI/1-10V

L=Switched
N=Neutral
    =Earth
DA/L  
DA/N 

DA/L  DA/N  

6 7

COMPLETE

2 1

select preferred 
colour temperature
for product in CCT 
change function only

Track installation

21

4-13

4-2

Wire diameter: 0.5-2.5mm²
Wire stripping length: 8-10mm

Neutral
Earth
Switched

1

2

N=Neutral
    =Earth
L=Switched

Standard DALI/1-10V

L=Switched
N=Neutral
    =Earth
DA/L  
DA/N 

DA/L  DA/N  



Cutout(mm) 
for single lamp

1200

L1214*W63

1500

L1514*W63

1800

L1814*W63

2400

L2414*W63

Cutout (mm) 

X-shape T-shape L-shape
(positive angle)

Cutout(mm) 
straight splicing

Dimension without end cap*N+15
 (for example cutout for 2pcs 1200mm lamp splicing: 1200*2+15=2415mm)

Dimension with 
end cap(mm)

Dimension without 
end cap(mm)

1212 1512 1812 2412

Cutout (mm) for 
X,T, L accessories

For the combination of +, T , L splicing , please open the hole according to the above dataRemark

L455*W455 L455*W257 L257*W257

 (N=connection quantity)

COMPLETE

5 6

3

select preferred 
colour temperature
for product in CCT 
change function only

2

Surface mount splicing installation(Straight"-") 

Code

x1 x4x2

A-01

ACC

A-02 A-03

1

1 2

1

2

1

2

3

A B

5

A-02

A-03

3 4

2

A-01

A-02

A-03

A-01
2

select preferred 
colour temperature
for product in CCT 
change function only

1





7

1

COMPLETE

CDEF....

A B

A-06

Splicing to 1200W MAX.

2A B

A-03

6

1

3
A-02

A-03

2

3

select preferred 
colour temperature
for product in CCT 
change function only

Multi-connection Installation

Straight " Cross "+"
Corner "L" "T" shape


